
Technical Manual

SPECIFICATIONS

SM-100

INFINITY SYSTEMS INC., 250 Crossways Park Drive, Woodbury, New York 11797
REV A 3-98
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Nominal Impedance: 8 ohm

Power Rating: 10-150 watts

Efficiency: 97dB @1 watt, 1 meter

Crossover Frequency: 2500Hz

ACOUSTIC & ELECTRICAL SPECIFICATIONS:

1" (25mm) High-Output Polycell Tweeter

10" Woofer

Dimensions: 29.5"H x 14"W" x 12.5"D
749mmH x 355.5mmW x 317.5mmD

Cabinet Not Sold

Grille NLA

Crossover #015-2642

Push Terminal Not Sold

Logo #716-4834

XXXXXXXXXXXXXXXX
XXXXXXXXX

Introduced in 1986

Discontinued in 1989

Original Retail Price: $270.00/each

PHYSICAL SPECIFICATIONS:

PRODUCTION HISTORY

TWEETER

WOOFER

0.4mH

0.4mH

5 5WΩ60 Fµ

INPUT

Studio Monitor Series (Military) 2-Way

TWEETER
#902-2638 Original

#902-6688 Substitute

TWEETER DIAPHRAGM
#751-5099

10" WOOFER
#902-2673 Original

#902-6693 Substitute

24" GRN L/C

24" ORN/BLK
L/C

10" BLU S/C

10" BLU/BLK S/C

21" RED L/C

21" RED/BLK L/C

POLYCELL
HIGH OUTPUT
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