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172" POLYCARBONATE TWEETER - 12 mm DW 69

High fidelity 8 Ohm 1/2
Polycarbonate dome tweeter

This high fidelity tweeter has extended
response,excellent dispersion and high
output.Its smooth low end permits use with
one pole crossover.For greater power
handling two poles are recommended.|t
matches well with both five inch and six
inch woofers. This popular model! provides

exceptional sound quality at very - ~
moderate price. _ﬂl}_ Cb
Options

|
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* Magnet sizes available m
TW (32x6 ). o
T\
* Also available in 4 and 6 ohms W

* Different face plates available

* Design assistance available
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All dimensions in mm
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PEERLESS FABRIKKERNE (INDIA ) LTD

19, SEEPZ ,

BOMBAY 400 096.
Phone : (91-22) 832 9834
Fax :(91-22) 821 4422

1/2" POLY CARBONATE TWEETER - 12mm DW 69
Sensitivity Mag — 4B SPL-uatt (8 ochm load) (8.33 oct)(eqg)
"
LOS . O o -eeieeeeeeeed L
s
‘.m .o @ cecegeccccccccerncnqeacncpencfecePacPecdefrcccacccccancacaBocncnvenpre - s
” .o B BEEEE R T D kL L L L LT T PSR- PRI R SRS NI Sy . SRR —eleemosssssescssensemana ﬁ
Lo JP = T [RON-FOOCRURIS: SOPRN f oo g bt .—:_ﬂ(\z;':.::...
[ = TP o T e T S S /... N - - 1
B0 . O — ---ci-eeeeeeed e A‘ -—-le.0
b g~ B « IE IEEPTPPPPPRPRD - STTRE-TITE STTY EET- T S 1 POSPIRRUSIURS JHRNIORNS SEPIURS DI Sg S S P I SURN ST S-SR S-S SO SO 1 // —-le.s
g v I = I B B R B R s T . LLT LT TrT = &3 ..../\k ....} « 8.0
PCTT0- T [P TN SN SN SUR 0 SO S0 3% SEURNNOURRUOUE: ORI _..——-f':’ / \\- i i 7.3
60 .0 - !’-- - 7.0
L I < JE PR PR « 6.3
20 .0 100 .0 2000 .0 10000 .0 20000 .0
log Frequency — Hz
1 Watt / 1 meter on axis & 30 degrees off axis
Primary Data Thiele Small parameters
Normal impedance Z 8 Ohms  DC resistance Re 7.3 Ohms
Resonance frequency Fs 2600 Hertz  Compliance Cms 0.025 m/N
Sensitivity E 91 dB Moving mass Mms 014 g
Mechanical Q Qms 146
5 Electrical Q Qes 9.50
Mechanical Data Total Q Qts 127
. — Piston area S 565 sgcm
Voice coil dia ¢ 12 mm
Voice coil height h 1.5 mm Forgertacton el 137 NA
Air gap h 2 mm
Magnet weight 32/1.2 gms/oz
Magnet dimension ¢xh 40x8 mm
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122" POLYCARBONATE TWEETER - I2mm TW 69

High fidelity 4 Ohm 1/2
Polycarbonate dome tweeter

This high fidelity tweeter has extended
response,excellent dispersion and high (
output.lts smooth low end permits use with ‘$‘
one pole crossover.For greater power
handling two poles are recommended.it
matches well with both five inch and six
inch woofers.This popular model provides
exceptional sound quality at very
moderate price.

&

74.5 89

Options

Vo, W

* Magnet sizes available
DW (40x8 ). Ce -

* Also available in 4 and 6 ohms -———455__4 T\‘.s

1°

* Different face plates available

* Shielding available

Unshielded
* Design assistance available , -
14
K|
— g 32—
s48
Shielded

All dimensions in mm
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1/2" POLYCARBONATE TWEETER - 12 mm TW 69
Sensitivity Mag - dB SPL/watt (4 ohm load) (8.33 octl(eq)
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20 .0 100 .0 1000 .0 10000 .0 20000 .0
log Frequency - Hz
1 Watt / 1 meter on axis & 30 degrees off axis
Primary Data Thiele Small parameters
Normal impedance V4 4 Ohms  DC resistance Re 3.7 Ohms
Resonance frequency Fs 2500  Hertz Compliance Cms 0028 m/N
Sensitivity E 90 dB Moving mass Mms 015 g
Mechanical Q Qms 1.63
‘ Electrical Q Qes 8.31
Mechanical Data Total Q Qs 136
. - Piston area S 564 sqcm
Voice coil dia ] 12 mm
Voice coil height f.° 11 mm CEEEE Bl 102 NA
Air gap h 2 mm
Magnet weight 18/0.6 gms/oz
Magnet dimension ¢xh 32x6 mm
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LR-10DT

High fidelity 8 Ohms - 1" fabric
dome tweeter

This high fidelity tweeter has extended
response, good dispersion and high
output.its smooth low end permits the use
with a single pole crossover.For greater
power handling two poles are
recommended.|t matches well with both
the eight inch and six inch woofers.Power
handling is exceptional and is increased
when ferrofluid is specified.

Options

* Customised front plate with logo

* Magnet sizes available
SR (72x15mm) , 254 grams

* Shielding is available
* Also available in 4 and 6 ohms

* Designs assistance is available
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All dimensions in mm
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1" DOME TWEETER - 25 mm

LR-10DT

Sensitivi Mag - 4B SPL/watt (B8 ohm load) (8.33 oct)( 3
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1 Watt / 1 meter on axis & 30 degrees off axis
Primary Data Thiele Small parameters
Normal impedance z 8 Ohms  DC resistance Re 66  Ohms
Resonance frequency Fs 1200  Hertz Compliance Cms 642 mw/N
Nominal Power P 40 Watts ~ Moving mass Mms 027 ¢
Sensitivity E 89 dB Mechanical Q Qms 0.99
Electrical Q Qes 34
. Total Q Qts 0.7
Mechanical Data Piston area S 676 syem
Voice coil dia 0 25 —_— Force factor Bl 1.99 N/A
Voice coil height 1.34 mm
Air gap 25 mm
Magnet weight 100/3.5 gms/oz
Magnet dimension ¢xh 60x10 mm
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1" DOME TWEETER-25 mm

SR-10DT

High fidelity 8 Ohms - 1" fabric
dome tweeter

This high fidelity tweeter has extended
response, good dispersion and high
output.Its smooth low end permits the use
with a single pole crossover.For greater
power handling two poles are
recommended.It matches well with both
the eight inch and six inch woofers.Power
handling is exceptional and is increased
when ferrofluid is specified.

Options

* Customised front plate with logo

* Magnet sizes available
LR (60x10mm) , 100 grams

* Shielding is available
* Also available in 4 and 6 ohms

* Design assistance is available

CBR 98 x 0.9 Deep
4.5 g Holes on PCD 91
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All dimensions in mm
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1" DOME TWEETER - 25mm SR-10DT

Sensitivity Mag - 4B SPL-watt (8 ohm load) (8.33 oct)(eq)
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log Frequency - Hz
1 Watt / 1 meter on axis & 30 degrees off axis
Primary Data Thiele Small parameters
Normal impedance V4 8 Ohms  DC resistance Re 6.5 Ohms
Resonance frequency Fs 1500  Hertz Compliance Cms .025 mw/N
Nominal Power P 60 Watts  Moving mass Mms 027 ¢
Sensitivity E 92 dB Mechanical Q Qms 1.1
Electrical Q Qes 2.06
. Total Q Qts 0.72
Mechanical Data Piston area S 676 syem
Voice coil dia ¢ 25 mm Force factor BI 324 NA
Voice coil height h 134 mm
Air gap h 235 mm

Magnet weight 2549  gms/oz
Magnet dimension ¢xh 72x15 mm

T T t
SO00 .0 -
I Deoaw Freguenows Hx

0.0
Curmuiative Spectra




FABRIKKERNE (INCIA)LID

PEERLESS FABRIKKERNE ( INDIA ) LTD
19, SEEPZ,,

BOMBAY 400 096.

Phone : (91-22) 832 9834

Fax :(91-22) 821 4422

3/4" DOME TWEETER - 19mm

SR-19 DT

High fidelity 6 ohms - 3/4" fabric
dome tweeter

This high fidelity tweeter has extended
response,good dispersion and high
output.lts smooth low end cutoff permits
use with a one pole crossover. For greater
power handling two poles are
recommended. |t matches well with both
five inch and six inch woofers.Power
handling is exceptional and is increased
when ferrofluid is specified.

Options

* Magnet sizes available:
LR (60x8mm)

* Customised front plate with logo
* Design assitance is available

*Also available in 4 and 8 ohms
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All dimensions in mm
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3/4" DOME TWEETER - 19mm SR-19DT
Sensitivity Mag - dB SPL-owatt (6 ochm load) (8.33 oct)(eq)
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log Frequency - Hz
1 Watt / 1 meter on axis & 30 degrees off axis
Primary Data Thiele Small parameters
Normal impedance Z 6 Ohms  DC resistance Re 3.9 Ohms
Resonance frequency Fs 2000 Hertz Compliance Cms 207 m/N
Nominal Power P 50 Watts  Moving mass Mms 0.15 ¢
Sensitivity E 89 dB Mechanical Q Qms 1.05
Electrical Q Qes 7.27
. Total Q Qts 0.92
Mechanical Data Piston area S sl sqem
Voice coil dia ¢ 20 mm Force factor Bl 1.10 N/A
Voice coil height h 1 mm
Air gap h 25 mm
Magnet weight 100/3.5 gms/oz
Magnet dimension ¢xh 60x10 mm
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4" BASS MIDRANGE - 100 mm LK - 100 WFR

High fidelity 8 Ohm - 4 inch woofer

This high fidelity driver has a coated paper
cone which produces a very smooth

response and roll off. It can be used either

as a woofer or a midrange and does not KX

require a crossover.lts high efficiency and 1025
wide bandwith make this driver a good

choice for mini book shelf system or a kL/

centre channel.Because of a special high
temprature coil wire and former material, [
the power handling is considerable. !

Options 5 x 7 on PCD 117I

* Magnet sizes avaiable
KO (72 x 15mm), LKO (72 x 10mm).

* Shielding is available

Unshielded
* Also available in 4,6,12,16 ohms 1
%
* Design assistance available L ] 11]
EO R
—  —" 45
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1{.5
1 I ¥
L 608 -

\.

e
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All dimensions in mm
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&
-3
4" BASS MIDRANGE - 100 mm LK - 100 WFR
Sensitivity Mag — dB SPL-uatt (8 ohm load) (.33 oct)
n
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log Frequency — Hz
1 Watt / 1 meter on axis & 30 degrees off axis
Primary Data Thiele Small parameters
Normal impedance Z 8 Ohms  DC resistance Re 6.84  Ohms
Resonance frequency Fs 95 Hertz Compliance Cms 072 m/N
Nominal Power P 30 Watts ~ Moving mass Mms 3.7 g
Sensitivity E 87 dB Mechanical Q Qms 3.61
Electrical Q Qes 2.04
. Total Q Qts 1.3
Mechanical Data Equivalent air volume  Vas 427 Its
: s Piston area S 65.05 sgqcm
Voice coil dia ¢ 20 mm
Voice coil height h 52 mm Faroedactor Bl 276 P
Air gap h 3 mm
Magnet weight 100/3.5 gms/oz
Magnet dimension oxh 60x10 mm
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4" BASS MIDRANGE - 100 mm

LKO - 100 WFR

High fidelity 4 Ohm - 4 inch woofer

This high fidelity driver has a coated paper
cone which produces a very smooth
response and roll off. It can be used either
as a woofer or a midrange and does not
require a crossover.lts high efficiency and
wide bandwith make this driver a good
choice for mini book sheif system or a
centre channel.Because of a special high
temprature coil wire and former material,
the power handling is considerable.

Options

* Magnet sizes avaiable
LK (60 x 10mm), KO (72 x 15mm).

* Shielding is available
* Also available in 6,8,12,16 ohms

* Design assistance available
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All dimensions in mm
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4" WOOFER - 100 mm LKO - 100 WFR
Scnsitivity Mag — dB SPL-watt (4 chm load) (8.33 oct)
n
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20 .0 100 .0 1000 .0 1@.0 20000 .0
log Freguency — Hz
1 Watt / 1 meter on axis & 30 degrees off axis
Primary Data Thiele Small parameters
Normal impedance V4 4 Ohms  DC resistance Re 344  Ohms
Resonance frequency Fs 95 Hertz Compliance Cms 0.83 m/N
Nominal Power P Watts ~ Moving mass Mms 4.2 g
Sensitivity E 88 dB Mechanical Q Qms 75
Electrical Q Qes 0.78
. Total Q Qts 0.7
Mechanical Data Equivalent air volume  Vas 495 Its
] o 1 Piston area S 65.05 sqcm
Voice coil dia ¢ 20 mm
Voice coil height h 63 gm  ReEEE 2 & e
Air gap h 3.5 mm
Magnet weight 170/6  gms/oz
Magnet dimension oxh 7210 mm
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4" BASS MIDRANGE - 100 mm

KO - 100 WFR

High fidelity 4 Ohm - 4 inch woofer

This high fidelity driver has a coated paper
cone which produces a very smooth
response and roli off. It can be used either
as a woofer or a midrange and does not
require a crossover.Its high efficiency and
wide bandwith make this driver a good
choice for mini book shelf system or a
centre channel.Because of a special high
temprature coil wire and former material,
the power handling is considerable.

Options

* Magnet sizes avaiable
LK (60 x 10mm), LKO (72 x 10mm).

* Shielding is available
* Also available in 6,8,12,16 ohms

* Design assistance available
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All dimensions in mm
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FABRIKKERWNE (1SDIA I LI D
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4" BASS MIDRANGE - 100 mm : KO - 100 WFR

20 .0 100.0 J.I;ZI!).O : 10000.0 =20000.0
log Fregquency — Hz
1 Watt / 1 meter on axis & 30 degrees off axis

Primary Data Thiele Small parameters
Normal impedance Z 4 Ohms  DC resistance Re 34 Ohms
Resonance frequency Fs 90 Hertz Compliance Cms 695 m/N
Nominal Power P 45 Watts ~ Moving mass Mms 426 ¢
Sensitivity E 89 dB Mechanical Q Qms 4.6
Electrical Q Qes 0.6
. Total Q Qts 05
Mechanical Data Equivalent air volume  Vas 4.1 Its
. S Piston area S 65.05 sqcm
Voice coil dia ¢ 25 mm
F .
Voice coil height h 6.54 mm i Bl 375 Na
Air gap h 5 mm
Magnet weight 254/9 gms/oz

Magnet dimension ¢xh 72x15 mm




FABRIKKERWE (I1NCIAILID

PEERLESS FABRIKKERNE ( INDIA ) LTD
19, SEEPZ,

BOMBAY 400 096.

Phone : (91-22) 832 9834

Fax :(91-22) 821 4422

51/4" WOOFER - 130 mm

KO -130 WFR

High fidelity 8" Ohm -5 1/4" inch
woofer

This high fidelity driver has a coated paper
cone which produces a very smooth
response and roll off. It can be used either
as a woofer or a midrange and does not
require a crossover.|ts high efficiency and
wide bandwith make this driver a good
choice for mini book shelf system or a
centre channel.Because of a special high
temprature coil wire and former material,
the power handling is considerable.

Options

* Magnet sizes avaiable
SKO (86 x 15mm).

* Shielding is available
* Also available in 4,6,12, ohms

* Design assistance available

(1
L/

5 x 7 on PCD 137.5

Unshielded
134 @
I 122 9 - l
\_& ZJ'3
61.5
25
L[ nd
72 ¢
Shielded
| Co—— JJ
357
( Fog |
TR
S 7 —' 70.5
36
H H
L] d J l

.

All dlmaeﬁs?ons in mm
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PEERLESS FABRIKKERNE ( INDIA ) LTD

51/4" WOOFER - 130 mm

KO - 130 WFR

Sensitivity Ma

— dB SPL-rwatt (8 ohm load) (6.33 oct)

"
et i B e s ROt T AL T CUTTSPOISSPUPY: SONUUUU: WS SO U SO SN - SUNRONOTROUPRI: SUNUUUUUE SR SOV JOUC- NS SO0 A0 SUNURTRNOOr L
EnnendUl = B Eated SELISREe STTEL SIS Soy SN 21 SF £ SUUTTRTIIYSSRpTS: SESMUY SRS SN SO S0 5 S0 35 SHRRNIRURNORIE SUUUUUNE N SUUOE SOUS- S-S0 - SORRRRTURURE S
s
R B T SUTS TOOC TR0 N0 0 N0 6 RSUIOONOOS: SUCUURUN SONPNE JOUNE- ORS00 0 0 I SRR SUUNROORS SOVNON ORS00 SOt T f
90 .0 —
83 .0 -
80 .0 - -0
T3 .0 - -0
T0O.0 - -0
&3 .0 — -0
&0 .0 - -0
5.0 — -0
20 .0 200 .0 1000 .0 :u:rooo.o 20000 .0
leg Frequency — Hz
1 Watt / 1 meter on axis & 30 degrees off axis
Primary Data Thiele Small parameters
Normal impedance Z 8 Ohms  DC resistance Re 5.7 Ohms
Resonance frequency Fs 50 Hertz Compliance Cms 122 wN
Nominal Power P 50 Watts  Moving mass Mms 84 ¢
Sensitivity E 88 dB Mechanical Q Qms 3.03
Electrical Q Qes 0.67
. Total 0.54
Mechanical Data Equivglent air volume 32 154  Its
. —_ Piston area S 95.05 sqcm
Voice coil dia 25 mm
Voice coil height g 1.6 mm  Torefacter B =66 N
Air gap h 11.6 mm
Magnet weight 254/9 gms/oz
Magnet dimension ¢xh 72x15 mm

2000 .0
Cunulative Srectral Deocaw
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$1/4" WOOFER -130 mm (POLY) KO - 130 WFR (POLY)

High fidelity 4 Ohm - 5 1/4" inch
woofer

This innovative and state of art model has
a Polymer chassis typically made from
Noryll or Wellamid or select plastic
alloys,with required stability and greater flux
concentration and suitability for home
theater ot car applications.

This high fidelity driver with a coated paper
cone produces a very smooth response and
roll off. Its high efficiency and wide bandwidth
makes this driver an ideal choice for book
shelf system to home theater systems and
even high end systems employing larger
motor systems with vented Kapton voice
coils.

The polymer chassis lends it self to
customised cosmetics with matching dome 85
tweeter face plates,even in color schemes *10 x 2.8 Deep
of the customer's choice.A dedicated
engineering team can work with the client's
system engineer from concept to final
production.An array of models in 4 inch and
6.5 inch sizes offers the opportunity to
design a full line of speakers using these

matched LF and HF units
Options
* Magnet sizes avaiable 157 ¢ -1
SKO (86 x 15mm),KP ( 100x17 ). - = el
N
* Shielding is available f 5.5
* Also available in 6,8,12,16 ohms ry - 61.8
* Design assistance available . ! 2'5
s 72¢ -
* KaptonAvoice coil 122.2¢
* Different cone materials available

* Customised faceplate with graphics and
logo

All dimensions in mm
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FABRIKKERNE (18DIA)LID
&

51/4" WOOFER- 130 mm (POLY) KO - 130 WFR (POLY)
Sensitivity Mag — dB SPL-watt (4 ohm load) (6.33 oct)
n
1O O — oS T DT S TSP P S, O - SHNE 28 T R RNCURIUNE NOPOROR. | S B . - L
£ IS EIOF SO U1 SO AS
S
...... |a
-~ | 2% .0
-~ 1821.0
<1 A7 .0
-~ 113.0
2.0
S.0
auto 5
20 .0 100G .0 10000 .0 20000 .0
log Frequency — Hz
1 Watt / 1 meter on axis & 30 degrees off axis
Primary Data Thiele Small parameters
Normal impedance Y4 4 Ohms  DC resistance Re 3.5 ' Ohms
Resonance frequency Fs 50 Hertz Compliance Cms 118 m/N
Nominal Power P 50 Watts  Moving mass Mms 9.1 g
Sensitivity E 89 dB Mechanical Q Qms 3.77
Electrical Q Qes 0.46
. Total Q Qts 0.41
Mechanical Data Equivalent air volume  Vas 15.0 Its
: o Piston area S 95.05 sqcm
Voice coil dia ¢ 25
Voice coil height h 11.6 Force factor Bl 48 Na
Air gap h 5 mm
Magnet weight 254/9 gms/oz
Magnet dimension oxh 72x15 mm

2000 .0 24000 .0 &000 .0
Cumulative Spectral Deoaw Freuenow — Hx
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51/4 " WOOFER - 130 mm SKO- 130 WFR

High fidelity 4 Ohm - 5 1/4" inch
woofer

This high fidelity driver has a coated paper
cone which produces a very smooth
response and roll off. It can be used either
as a woofer or a midrange and does not

require a crossover.lts high efficiency and /

wide bandwith make this driver a good K)

choice for mini book shelf system or a
centre channel.Because of a special high
temprature coil wire and former material,
the power handling is considerable.

Options
5 x 7 on PCD 137.5

* Magnet sizes avaiable

KO (72x 15mm).
* Shielding is available Unshielded
* Also available in 6,8,12, ohms I 134 @ l
[ 122 @ ] j
* Design assistance available  S— - ‘_-_F
35
N\ @ [
TR ¥
\ 7 61.5
d 1 "
T
L j
L+ 86 @ -l
Shielded
; |
) 3.5
(B8
W Y
— lee— 725
38
. T
-l |
ke o

103 @
All dimensions in mm
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51/4" WOOFER - 130 mm SKO - 130 WFR
Sensitivity Mag — dB SPL-watt (4 ohm load) (8.33 oct)
n
B e s e R T SRCTIT TEUD: SUPECUR DI TS I3 RSN SRRSO SRR S S0t SU- S0t S-S SOOI SR SO 7 L
1m .u B It e e R A e A el Ll TELTIRTES STRTTET EEPTD SPPTS SO0 o0 Ay g uois. [SQNus ORI GO SO S S0 S0 . SO - s
S
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B .0 —f c-ieeeeeeeene Feidsie ...; /-/-.‘. .............. T £ P e ;) R
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SO O — ---oi-eeeennd 7/. ol NG-omeeeese e e S eenenanndenanae
5SS .0 - T T U R ., S S S
£ ixed ; s
20 .0 100 .0 1000 .0
log Frequency — H=
1 Watt / 1 meter on axis & 30 degrees off axis
Primary Data Thiele Small parameters
Normal impedance V4 4 Ohms  DC resistance Re 34 Ohms
Resonance frequency Fs 50 Hertz Compliance Cms 1.1 m/N
Nominal Power P 75 Watts  Moving mass Mms 813 g
Sensitivity E 90 dB Mechanical Q Qms 2.5
Electrical Q Qes 037
. Total Q Qts 0.32
Mechanical Data Equivalent air volume  Vas 14.1 Its
: i Piston area S 95.05 sqcm
Voice coil dia ¢ 25 mm
J /
Voice coil height h 116 mm L oesiRer B & Na
Air gap h 5 mm
Magnet weight 380/13.4gms/oz
Magnet dimension oxh 86x15 mm

aB o.oco
-10.0 - . : '\ ¥ o.so
-80.0 - - & 1 .00

-30 .0 -

2000 .0 |00 .0 SO000 .0
Curmulative Irectral Deocaw Frequenow — Hx
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51/4" WOOFER-130mm (POLY)

SKO - 130 WFR (POLY)

High fidelity 8 Ohm -5 1/4" inch
woofer

This innovative and state of art model has
a Polymer chassis typically made from
Noryll or Wellamid or select plastic
alloys,with required stability and greater flux
concentration and suitability for home
theater ot car applications.

This high fidelity driver with a coated paper
cone produces avery smocth response and
roll off. Its high efficiency and wide bandwidth
makes this driver an ideal choice for book
shelf system to home theater systems and
even high end systems employing larger
motor systems with vented Kapton voice
coils.

The polymer chassis lends it self to
customised cosmetics with matching dome
tweeter face plates,even in color schemes
of the customer’'s choice.A dedicated
engineering team can work with the client's
system engineer from concept to final
production.An amray of models in 4 inch and
6.5 inch sizes offers the opportunity to
design a full line of speakers using these
matched LF and HF units

Options

* Magnet sizes avaiable
KO (72x 10mm),KP ( 100x17mm ).

* Shielding is available

* Also available in 4,6,12,16 ohms
* Design assistance available

* Kapton voice coil

* Different cone materials available

* Customised faceplate with graphics and
logo

PCD 143

85
10 x 2.8 Deep

o 157 ¢ v
== === 0 <]
Y 55
‘ 61.8
Iy
2
25
| '
L 864 o
122.2¢

All dimensions in mm
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5 1/4" WOOFER - 130 mm (POLY ) SKO - 130 WFR (POLY)
Sensitivity Mag — 4B SPL-watt (8 ohm load) (8.33 oct)
"
................................................................... L
............................................................................................ s
s
....... £ - o - |A
& AL -,./,,-:"~ ’\\ s
¥ el pm b b
o 0 \\\ / 235 .0
....... 1\/ i B .O
17 .0
..................... /.’(/ ‘E;.\ P 13.0
\\ e *‘f\\\’\ -] o.0
...................... X = ‘?,Q: . (]
20 .0 100 .0 1000 .0 10000 .0 20000 .0
log Fregquency — Hz
1 Watt / 1 meter on axis & 30 degrees off axis
Primary Data Thiele Small parameters
Normal impedance zZ 8 Ohms  DC resistance Re 5.5 Ohms
Resonance frequency Fs 50 Hertz Compliance Cms 115 m/N
Nominal Power P 75 Watts  Moving mass Mms 744 ¢
Sensitivity E 91 dB Mechanical Q Qms 2.6
Electrical Q Qes 043
. Total Q Qts 0.37
Mechanical Data Equivalent air volume ~ Vas  14.1 It
. oy e Piston area S 95.05 sqcm
Voice coil dia ¢ 25 mm
Voice coil hieght h 16 mm & Oes Bl 581 Na
Air gap h 5 mm
Magnet weight 380/13.4gms/oz
Magnet dimension ¢xh 86x15 mm

.01
Y C—

2000 .0 4000 .0 SO00 .0
Cumsuiative Srectral Decawy Frequenow — Hx
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6 1/2" WOOFER - 165 mm

SKO -165 WFR

High fidelity 4 Ohm -6 1/2" inch
woofer

This high fidelity driver has a coated paper
cone which produces a very smooth
response and roll off. It can be used either
as a woofer or a midrange and does not
require a crossover.lts high efficiency and
wide bandwith make this driver a good
choice for mini book shelf system or a
centre channel.Because of a special high
temprature coil wire and former material,
the power handling is considerable.

Options

* Magnet sizes avaiable
KO (72 x 15mm).

* Shielding is available
* Also available in 6,8,12,16 ohms

* Design assistance available

|
4 Holes 5@ on PCD 156

Unshielded
I 165 @ '
I E—143.6¢ —j IJ
LI ] 74—,
3
F
67
. A
i
L | i
b 86 # -
Shielded
—— — l'i
| I,

All dimensions in mm
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6 172" WOOFER - 165 mm SKO - 165 WFR
Sensitivi — dB SPL watt (4 ohm load) (6.33 oct)
n
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20 .0 100 .0 1000 .0 210000 .0 20000 .0

log Freguency — H=z
1 Watt / 1 meter on axis & 30 degrees off axis

Primary Data Thiele Small parameters
Normal impedance z 4 Ohms  DC resistance Re 35 Ohms
Resonance frequency Fs 9} Hertz Compliance Cms 0.9 m/N
Nominal Power P 75 Watts  Moving mass Mms 118 g
Sensitivity E 90 dB Mechanical Q Qms 32
Electrical Q Qes 05
" Total Q Qts 0.4
Mechanical Data Equivalent air volume ~ Vas 242 It
: Piston area S 1374 sqcm
Voice coil dia ¢ 25 mm F fact | N/
Voice coil height h 116 mm  oreefacor N A
Air gap h 5 mm
Magnet weight 380/13.4gms/oz
Magnet dimension ¢xh 86x15 mm
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""" 612" WOOFER - 165 mm (POLY) SKO - 165 WFR (POLY)

High fidelity 8 Ohm - 6 1/2" inch
woofer

This innovative and state of art model has
a Polymer chassis typically made from

- Noryll or Wellamid or select plastic
alloys,with required stability and greater flux

_concentration and suitability for home
theater ot car applications.
 This high fidelity driver with a coated paper

cone produces a very smooth response and f \

- roll off. Its high efficiency and wide bandwidth
makes this driver an ideal choice for book
shelf system to home theater systems and
even high end systems employing larger
motor systems with vented Kapton voice
coils.
The polymer chassis lends it self to
customised cosmetics with matching dome
tweeter face plates,even in color schemes
of the customer's choice.A dedicated
engineering team can work with the client's
system engineer from concept to final
production.An array of modelsin 4 inchand
5 inch sizes offers the opportunity to design
a full line of speakers using these matched
LF and HF units

6 Holes 5.5 8 10 x 2.8 Deep

Options

* Magnet sizes avaiable
KO (72x 10mm 184 &
’ = _ -

» ~*Shielding is available S.SII

* Also available in 4,6,12,16 ohms 70

* Design assistance available

e

86 s
145s

* Kapton voice coil

* Different cone materials available

* Customised faceplate with graphics and
logo

All dimensions in mm
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6 12" WOOFER - 165 mm (POLY) SKO - 165 WFR (POLY)

Sensitluiiu Mag — dB SPLrwatt (8 oha load) (€.33 oct)

log Frequency — H=
1 Watt / 1 meter on axis & 30 degrees off axis

Primary Data Thiele Small parameters
Normal impedance z 8 Ohms  DC resistance Re 5.7 Ohms
Resonance frequency Fs 42 Hertz Compliance Cms 13 m/N
Nominal Power P 75 Watts ~ Moving mass Mms 108 g
Sensitivity E 91 dB Mechanical Q Qms 2.6
Electrical Q Qes 045
y Total Q Qts 0.39
Mechanical Data Equivalent air volume ~ Vas 3445 Its
. i 1 Piston area S 137 sq cm
Voice coil dia ¢ 25 mm
F ct .00 N
Voice coil height h 1.6 mm s flactac Bl6 A
Air gap h 5 mm
Magnet weight 380/13.4gms/oz

Magnet dimension oxh 86x15 mm
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" 8" WOOFER-205 mm ~ SKO-204 WFR

High fidelity 8 Ohm - 8" inch woofer

This high fidelity driver has a coated paper
-+, cone which produces a very smooth
-~ response and roll off so it can be used
~ without a crossover. Its smooth response
and lack of colouration gives it an
exceptional sound quality. It has long throw
four layer Voice coil. The four layer winding
with a bumped magnet yoke and a special
. high temperature Voice coil, enables this
model to handle much high input power.

Options

* Magnet sizes avaiable
KO (72 x 15mm).
KP (100 x 17mm)

* Shielding is available 4 Hole 58 on PCD 196

* Also available in 4, 6 ohms

* Design assistance available

All dimensions in mm
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N :

&

8" WOOFER 204 mm ~ SKO* 204 WFR

Sl

ey s

- Sensitivity Mag - 4B SPL/Uatt (8 oha load) (6.33 oct)

n
L
S
S
A

i |6 .o

20:0

:.. 10,0

20.0 ';.t;;.o " ) i 1;1':-:3.0 i T '.'ulu:‘n')o.o a:ooo.o
log Frequency — Hz

1 Watt / 1 meter on axis & 30 degrees off axis

Primary Data - Thiele Small parameters
Normal impedance Z 8 Ohms  DC resistance Re 6.19 Ohms
Resonance frequency Fs 40 Hertz Compliance Cms 078 m/N
Nominal Power P 75 Watts ~ Moving mass Mms 178 g
Sensitivity E 92 dB Mechanical Q Qms 4.23
, Electrical Q Qes 0.47
: Total Q Qts 043
Mechanical Data Equivalent air volume ~ Vas 582 It
. ca Piston area S 2306 sqcm
Voice coil dia ¢ 25 mm
F fa 1 /
Voice coil height h 9.5 mm e Bl 8 Nis
Air gap h 5 mm
Magnet weight 380/13.4gms/0z
Magnet dimension ¢xh - 86x15 mm

Cumsuliative Spectral Decay Freqquencw — H=x
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8" WOOFER 5205 mm ~ SKO-204 WFR

High fidelity 4 Ohm - 8" inch woofer

This high fidelity driver has a coated paper
cone which produces a very smooth
. response and roll off so it can be used
vwgt!lout a crossover. Its smooth response
and lack of colouration gives it an
exceptional sound quality. Becauseof a
special high temperature coil wire and
former material the power handling is
- considerable.

Options

~* Magnet sizes avaiable
KO (72 x 15mm).

KP (100 x 17mm)

* Shielding is available X Gl e AT G

* Also available in 6,8, ohms

* Design assistance available Unshielded

All dimensions in mm




FABRIKKERBECINDIAILID

PEERLESS FABRIKKERNE ( INDIA ) LTD
19, SEEPZ ,

BOMBAY 400 096.

Phone : (91-22) 832 9834

Fax :(91-22) 821 4422

8" WOOFER 204 mm SKO - 204 WFR
Sensitivity Mag — dB SPL-watt (4 ohm load) (.33 oct)
n
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20 .0C 1400 .0 1000 .0 10000 .0 ROOCD .0
log Freguency — H=z
1 Watt / 1 meter on axis & 30 degrees off axis
Primary Data Thiele Small parameters
Normal impedance Z 4 Ohms  DC resistance Re 3.55  Ohms
Resonance frequency Fs 40 Hertz  Compliance Cms 085 m/N
Nominal Power P 75 Watts  Moving mass Mms 191 g
Sensitivity E 92 dB Mechanical Q Qms 4.13
Electrical Q Qes 05
i Total Q Qts 0.44
Mechanical Data Equivalent air vohume ~ Vas  64.1  lts
: q g Piston area S 230.6 sqcm
Voice coil dia ¢ 25 mm
Force fact 8 /
Viice ail beight h 6 mit areE tactoe Bl 586 HNa
Air gap h 5 mm
Magnet weight 380/13.4gms/0z
Magnet dimension oxh 86x15 mm

2000 . O
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